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DESCRIZIONE
Dispositivo di chiusura (coronamento) articolato e rialza-
bile in ghisa a grafite sferoidale, secondo ISO 1083
(grado 500 – 7) e EN 1563, conforme alla classe D 400
della norma EN 124 : 1994, forza di controllo: 400 kN.
CARATTERISTICHE
Coperchio (griglia) articolato (a) con bloccaggio antichiu-
sura accidentale in posizione verticale ed estraibile a
115°, autocentrante nel proprio telaio, munito (a) di una
guarnizione elastica in policloroprene antirumore ed anti-
vibrazioni. Telaio telescopico (di ingombro, apertura libera
ed altezza: inserire le dimensione del modello prescelto)
con telaio guida, per installazione con asfalto e riporto in
quota durante i lavori di rifacimento del manto stradale.
RIVESTIMENTO
Vernice idrosolubile nera non tossica e non inquinante
secondo BS 3416.
CERTIFICAZIONE PRODOTTO  
NF
LUOGO DI INSTALLAZIONE
Gruppo 4 norma EN 124 : 1994 e gruppi inferiori.
OPZIONI
- Sistema di chiusura: precisare “V” nel  ref.
- Fori di aerazione: precisare “VENT”nel ref.
- SOLO SELFLEVEL 624 SA + CG o CGC: a riempimento

calcestruzzo (vedere nota pag. 4 § 4)
- SOLO SELFLEVEL 624 SG + CG o CGC: griglia 

(superficie di scarico 1020 cm2)
- Marcature: consultateci.
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DESCRIPTION
Hinged access cover and frame  manufactured from
spheroidal graphite cast iron in accordance with stan-
dards ISO 1083 (grade 500 - 7) and EN 1563.Load clas-
sification D400 to EN 124: 1994.
CHARACTERISTICS
Hinged solid top cover or grating opens to 115°, blocks
at 90° and is removable from the frame at 115°. Cover
is positioned centrally within the frame and incorporates
a wide flat chloroprene rubber insert to prevent vibration
(non - rock).Frame overall dimensions, clear opening and
depth: insert dimensions of the selected product.
Guide frame assists with bonding to asphalt and levelling
following carriageway renovation.
COATING
Non - toxic water based paint according to BS 3416.
PRODUCT CERTIFICATION
NF
PLACE OF INSTALLATION
Group 4: EN 124 - 1994 standard and lower groups.
OPTIONS
- Locking: “V” to be added to reference .
- Ventilation: “VENT” to be added to the reference
- SOLO SELFLEVEL 624 SA + CG or CGC: recessed 

cover for concrete infilled (see note page 4 § 4)
- SOLO SELFLEVEL 624 SG + CG or CGC: grating

(Waterway 1020 cm2)
- Badging: please enquire
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SOLO SELFLEVEL 624 S + CG

SOLO SELFLEVEL 624 SG + CG

fori di
ventilazione
ventilated

cover

autolivellante
Selflevel

SOLO SELFLVEL 624S + CG  810   600 240 650       59 155 -  -  -  - 
con telaio guida a base circolare  -  with circular guide frame 

SOLO SELFLVEL 624S + CGC 810   600 240 650       59            165 -  -  -  - 
con telaio guida a base quadrata  -  with square guide frame 

SOLO SELFLVEL 700S + CG  940   712 240 774       71 179 -  -  -  - 
con telaio guida a base circolare  -  with circular guide frame 

SOLO SELFLVEL 700S + CGC 940   712 240 774       71            190 -  -  -  - 
con telaio guida a base circolare  -  with circular guide frame 

SOLO SELFLVEL 624 SG 1020
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GRIGLIA  -  GRATING

Alto assorbimento di vibrazioni ed urti
High absorption of vibrations and

shocks
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